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SIMPTOM 



1 



2 



CHIMNEY TROUBLE AND SUGGESTED REi 



Chimney does not draw properly, so fire is always 

room independently of wind . 

Fault 



oor. Smoke issues into 



Examinat ion 



Obstructions in chimney 
(broken tiles, bricks, etc) 

Projection into chimney 



Pound by lowering weight 
on a line 



Found by lowering weight 
on a line 



Remedy 

Use weight to break 
and dislodge. 

Must be handled 
by builder 



3 



k. 



5 



Chimney pot of consider 
ably less area than 
chimney opening 

Chimney has too many or 
too sharp bends 



More than one inlet to 
the flue 



Measurement. For 9" x 9" 
f lue ,pot should not be 
less than 6" diameter 



Trace course of flue. There 
should not be more than 2 
bends each, not sharper 

than 135° • 

Inspection from the 
basement 



Larger chimney pot 
to be installed 



Must be handled 
by builder 



Close the less 
important opening 
or connect it to 
another flue 



6 



Breaks in the partition 
between two flues . 



Build smoky fire in 
and observe whether 
smoke coming out of 
chimneys 



one 
any 

other 



Must be handled 
by builder 



7 



Breaks in chimney linin 



Observe by lowering light 
and mirror; or in extreme 

cases smoke leaking from 
stack 



All breaks should 
be patched with 
cement 



8. * Chimney lining does not 

extend down below opening 



9. 



of smoke pipe 

Accumulation of soot at 
bends or on ledges in 
chimney 



Found by observation 

through flue opening 
into chimney 

Lower light on cord 



Extend lining if 
possible 



Clean out with 
weighted brush 
or bag of loose 
gravel on end of 
line 



9A.* Accumulation of soot in 

connecting pipe of stove 



Examine pipe from 
clean out opening 



Remove soot 
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Fault 



10. * Smoke pipe of stove 

projects into flue 
beyond surface of the 
wall 



Examination 

Measurement of pipe 
inside and outside 



chimney 



11. Air leak at base of 

clean-out door of chimney 
or stove or clean-out pan 
not properly seated. 

12. * Loose seated pipe in 

flue opening 



Build small fire at base 
of chimney and test for 
suction with a match 
outside 



Remed y 

Reduce length of 
pipe so as to be 
flush with inside 
wall of chimney 

Tighten or cement to 
eliminate leaks 



Build small fire at base Eliminate leaks by 



of chimney and test for 
suction with a match 
out s id e 



cementing 



13 



* 



Smoke pipe 
chimney in 
position 



enters 
declining 



Direct observation 



Correct the pipe to 
permit smoke to 
enter in an 
ascending pipe 



14* * Hand damper in full 

closed position 



15. 



Chimney too short 



Remove section of pipe 
to ascertain if handle 
does not give true 
position of plate. 

When total height from 
fireplace to chimney pot 
less than 15' 



Readjust handle, or 
fix damper so as to 
allow sufficient 

opening of plate 

Lower chimney breast 
so as to raise 
temperature of flue. 
Alternatively raise 
chimney . 



16. 



Chimney insufficiently 
insulated 



When chimney on outside 
wall with less than V 
of surround 



Increase thickness 
of s ur r ound 



SYMPTOM 



Chimney emits puffs of smoke into the room when the wind is in a 
certain direction 



17 



Objects higher than 
chimney in immediate 
neighbourhood - gable 
of house, other buildings 
or trees. 



Direct observation 
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Either build chimney 
higher separately or 
up wall of a house, 
or cut trees, etc. 
or use cowl 
or Rumfordise chimney 
i.e. reduce the 
area of the throat 
of the chimney. 
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18 



Chlmrv y smokes when loor opened 



Fault 



Examination 



Door too close to fire 
or leading on to place 
where the pressure is 
reduced 



Direct observation 
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Remedy 

Place screen or 
article of furniture 
between door and fire 
or have double doors 



SYMPTOM 



When windows open, :'ire causes draughts and when windows are shut 
fire smok' s 



19. 



Fire taking too much air.Direct observation 



Reduce the height of 
chimney breast or 
canopy above fire, 
or install damper, 
or Rumfordise chimneys 



SYMPTOM 



Tarry deposit in flue and disintegration of mortar 



20. * Slow combustion stove 

leaves flue so cold 
that tar and acid 
condenses 



Tar comes down into 
stove 



Line chimney with 
stoneware pipes with 
fine mortar joints 
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